To: BudneySL@cdmsmith.com[BudneySL@cdmsmith.com]; Hoppe,
Michael[Hoppe.Michael@epa.govl]; Vaughn, Stephanie[Vaughn.Stephanie@epa.gov}

Cc: hammondbh@cdmsmith.com{hammondbh@cdmsmith.com]; Amy
Picunas[PicunasAE@cdmsmith.com]; Gary.Foster@CH2M.com|Gary.Foster@CH2M.com];
George.Hicks@CH2M.com[George.Hicks@CH2M.com]; John Rolfefjrolfe@demaximis.com]; Willard
Potter[otto@demaximis.com}; Robert Law[rlaw@demaximis.com}; Todd King[TKing@gldd.com}
From: Stan Kaczmarek

Sent: Mon 12/9/2013 4:39:56 PM

Subject: Report on Active Layer Placement

20131207 CapActiveLaverCoreTesting Tech Memo.pdf

Mike, Stephanie and Sharon,

Attached 1s a memo documenting the placement of AquaGate in the armoring layer both south
and north of the No Dredge Zone. It includes results available to-date from Total Carbon
analyses of active layer cores taken in the area south of the No Dredge Zone.

Material is now being mobilized to RM 10.9 so that CPG can begin placement of the geotextile
and armoring stone on top of the active layer either Tuesday or Wednesday. When we have a
more definitive starting time for that activity, we will inform you. In the meantime, please call
me if you have any questions.

Stan

Stan Kaczmarek, PE

de maximis, inc.

186 Center Street, Suite 290
Clinton, NJ 08809

(0) (908) 735-9315

(C) (973) 978-9621
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